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[bookmark: _Toc156053017]1. PURPOSE & SCOPE
1.1	This document describes the requirements in Total Lean Management (TLM) QMS Software for the Equipment module at Company Name and provides validation procedures for converting an existing on-site TLM deployment to the hosted version of TLM to include the TLM Web Application.
[bookmark: _Toc156053018]2. RESPONSIBILITES AND AUTHORITIES
[bookmark: _Hlk153699388]2.1	The assigned Management Rep has overall responsibility for this document.  Any changes to the functions and features shall require this document to be evaluated, and if necessary, updated and the system to be revalidated. 
2.2	Quality Assurance shall ensure all users are trained prior to use of the system.  
2.3	The Management Rep shall ensure the requirements listed in this document adequately meet the business needs for the area of equipment described in section 5, Requirements.
2.4	The Management Rep is also responsible for coordinating any changes to either user requirements, or planned updates to TLM, so that updated revisions of this document and corresponding test protocols can be obtained and executed as needed.
[bookmark: _Toc156053019]3. TEST PLANNING
3.1	This test assumes that there are employees, job descriptions, and other document related data set up in the system such as document checklists, work centers, etc.  
3.2	The test plan is to create new equipment records to include equipment events, as well as the event schedule. 
3.3	Also part of the test plan will be to check the process of automatically creating new equipment events based on the equipment event schedules configured.
[bookmark: _Hlk150851510][bookmark: _GoBack]3.4	The following requirements have been established as being necessary for managing the required equipment events at Company Name.  The requirements are listed in approximate order as they appear in the corresponding test protocol to facilitate testing and accountability.
[bookmark: _Toc156053020]4. TERMS AND DEFINITIONS
4.1	System – Refers to either/both the Main App and the Web App.
4.2	Dashboard – This is the list of assigned tasks in both applications with links to navigate to where the task is completed.
4.3	Equipment record – The main description data for a piece of equipment.
4.4	Equipment Event record – Records of calibration, maintenance or inspections.
4.5	See terms and definitions in TLM for all other terms and definitions.
[bookmark: _Toc156053021][bookmark: _Hlk154146761]5. REQUIREMENTS 
[bookmark: _Toc156053022]5.1 New Equipment Records
Test plan 1:  Initiate new Equipment records in the main app.
R1.1 - 	The system shall allow for the data entry of basic equipment information such as number, description, model and serial numbers, as well as several custom fields.
R1.2 - 	The equipment data shall include indicators for the type of events required, such as Calibration, Inspection, and Maintenance with the ability to link a primary document for each event type.
R1.3 - 	Equipment records shall have the ability to link to a means to document a risk analysis. 
R1.4 - 	Equipment records shall have the ability to link to other equipment records.
R1.5 - 	Equipment records shall indicate the availability status of the equipment.
R1.6 - 	Equipment records shall have the ability to link multiple attachments.
R1.7 – 	The equipment module shall provide linked records for the following:
· Risk Analysis - Risk & Opportunities
· Risk Analysis - FMEA
· Other Equipment Records
· Procedures for Event Types
· Inventory parts/supplies – used for regular maintenance or repairs.
· Activity log for checking out equipment for events.
· Event Schedules
· Scheduled Events
· Supplier
· Manufacturer
· Attachments
· Equipment Image




[bookmark: _Toc156053023]5.2 Equipment Event Scheduling
Test plan 2:  After Adding a new equipment, set up and schedule an event.
R2.1 -  The system shall provide a means to schedule equipment events.
R2.2 – These events shall include:
· Calibration
· Maintenance
· Inspections

R2.3 -  The master event will support the linking of reference document.
R2.4 -  Once the first event is scheduled, subsequent events are automatically scheduled based on various scheduling options to include:
· Complete Date - created automatically.
· Complete Date - after closing.
· Hours
· Mileage
· Number of events completed.
R2.5 – Controls shall be provided to ensure complete data entry before allowing events to be closed.  This shall include as a minimum, the date of the event, and the completion of all the individual event tasks.

[bookmark: _Toc156053024]5.3 Search Screens and Reports
Test plan 3:  Use various search screen filters to locate existing records.
R3.1 -  The main app will provide the ability to search on various equipment data fields.
R3.2 – The main app will provide the ability to search for equipment events.
R3.3 -  The search screen shall provide a way for the individual user to mark records they are working on to support tasks they may need to accomplish for multiple equipment records. 
R3.4 -  The Search screen shall provide the ability to export the current equipment list to MS Excel.
R3.5 -  The Search screen shall provide the ability to search for equipment events based on the number of days before those events are due for completion.
R3.6 -  The system shall provide a reporting area with various equipment-related report options.
R3.7 – One of the equipment reports will include an Equipment List that includes last complete date, certificate number, and the next due date.
[bookmark: _Toc156053025]5.4 Dashboard
Test plan 4:  After creating events for all three equipment event types, check the dashboard of the assigned employees to ensure those events appear and navigate to the correct records.
R4.1 – The dashboard shall provide the following Equipment Event dashboard categories:
· Calibration
· Maintenance
· Inspections
[bookmark: _Toc141072426][bookmark: _Hlk141069589]R4.2 – After completing the equipment event, the record is removed from the dashboard.
[bookmark: _Toc156053026]6. TEST PROTOCOL RECORDS

	
Test No.
	User Requirements
	[bookmark: _Toc141072427][bookmark: _Toc156053027]6.1 New Equipment Records

	T1
	R1.1 – R1.7
	Prerequisites:  TLM has been set up for user access and there are records available to link such as documents, suppliers/customers, parts, etc.
Summary:  Create a new equipment record in the main app and complete the fields on the main equipment details screen
Video link for full test case tutorial: https://vimeo.com/tlmsoftware/val-tlm-05tp-test1?share=copy 
Observed Results after following test case video:

	T1
	
	Input
	Expected Results
	Pass

	
	R1.1
	Open Equipment Search screen, click New button
	A data entry screen opens that allows new Equipment data entry.
	☐

	
	R1.2 – R1.7
	Complete data entry on the first tab
	All data fields are accessible and links/buttons to other records work as intended.
	☐

	
	
	Complete data entry on the Second tab
	All data fields are accessible and links/buttons to other records work as intended.
	☐

	
	
	Complete data entry on the Third tab
	All data fields are accessible and links/buttons to other records work as intended.
	☐

	
	
	Complete data entry on the Forth tab
	All data fields are accessible and links/buttons to other records work as intended.
	☐

	
	
	Complete data entry on the fifth and sixth tab
	All data fields are accessible and links/buttons to other records work as intended.
	

	Notes for any additional requirements and tests performed.
☐ Printing:
☐ System Settings:
☐ Custom Fields:
☐ Custom Fields:

	Test 1 Completed By (Print Name):

	Signature:    (Signature on file in TLM)                   Date: (See TLM Release Date)


[bookmark: _Toc141072436]
	
Test No.
	User Requirements
	[bookmark: _Toc156053028]6.2 Equipment Event Scheduling

	T2
	R2.1 – R2.5
	Prerequisites:  Completion of T1
Summary:  After Adding a new equipment, set up and schedule an event.
Video link for full test case tutorial: https://vimeo.com/tlmsoftware/val-tlm-05tp-test2?share=copy 
Observed Results after following test case video:

	T2
	
	Input
	Expected Results
	Pass

	
	R2.1 – R2.5
	From the 3rd Equipment Record tab, (Events/Log) click Define Schedule, click New, then define a calibration event and link the event to a released document on the first tab.
	Navigation works, and the equipment event can be defined and scheduled by setting the first date and clicking Schedule on the last tab of the Master Equipment Event screen.
	☐

	
	
	Repeat the above steps for both a maintenance and inspection events.
	Navigation works, and the equipment event can be defined and scheduled.
	☐

	
	
	Back on the 3rd Equipment Record tab, (Events/Log) click the Open Events link
	A screen opens that can be used to record the results of the equipment event.
	☐

	
	
	Attempt to sign or enter a complete date until all required data has been entered
	TLM forces user to complete the equipment event record before allowing a signature and complete date.
	☐

	
	
	
	
	☐

	Notes for any additional requirements and tests performed.
☐Custom Fields:
☐System Settings:
☐ Dashboard count:
☐ Dashboard navigation:

	Test 2 Completed By (Print Name):

	Signature:    (Signature on file in TLM)                   Date: (See TLM Release Date)






	

Test No.
	User Requirements
	[bookmark: _Toc156053029]6.3 Search Screens and Reports

	T3
	R3.1 – R3.7
	Prerequisites:  Completion of T2
Summary:  Use various search screen filters to locate existing records.
Video link for full test case tutorial: https://vimeo.com/tlmsoftware/val-tlm-05tp-test3?share=copy 
Observed Results after following test case video:

	T3
	
	Input
	Expected Results
	Pass

	
	R3.1 – R3.7
	Open various equipment records, then use the search screen on fields with data to locate specific records
	Search screen produces expected results based on data fields observed.
	☐

	
	
	Mark various equipment records and close the search screen, then reopen it
	The marks remain until unchecked and there are options to sort on those check marks.
	☐

	
	
	Export the Equipment list to Excel
	The search screen total and the number of records on the Excel spreadsheet match.
	☐

	
	
	Search for equipment events based on 1 day then on 5 days after setting and marking complete dates.
	The results match the data entered.
	☐

	
	
	Go to the reporting screen for the equipment module and open the first report option under Equipment Lists – Date Range
	The report results match entered data
	☐

	
	
	
	
	☐

	Notes for any additional requirements and tests performed.
☐ Dashboard count:
☐ Dashboard Navigation:

	Test 3 Completed By (Print Name):

	Signature:    (Signature on file in TLM)                   Date: (See TLM Release Date)






	[bookmark: _Hlk150933020]

Test No.
	User Requirements
	[bookmark: _Toc156053030]6.4 Dashboard


	T4
	R4.1 - R4.3
	Prerequisites:  Completion of T3
Summary:  After creating events for all three equipment event types, check the dashboard of the assigned employees to ensure those events appear and navigate to the correct records. Sign and clear in the main app, then sign off in the web app.
Video link for full test case tutorial: https://vimeo.com/tlmsoftware/val-tlm-05tp-test4?share=copy 
Observed Results after following test case video:

	T4
	
	Input
	Expected Results
	Pass

	
	R4.1 - R4.3
	Calibration
Add equipment calibration events 
	These events show up on the dashboard of the users assigned to each event
	

	
	
	Sign off on the calibration event in the main app, check the dashboard, clear the signature and then resign in the web app.
	The dashboard quantity in this category is reduced for each signature.
	☐

	
	
	Maintenance
Add equipment maintenance events
	Reviewers have this category on their dashboard with links to the records they need to complete
	☐

	
	
	Sign off on the maintenance event in the main app, check the dashboard, clear the signature and then resign in the web app.
	The dashboard quantity in this category is reduced and this part is no longer in the results.
	☐

	
	
	Inspection
Add equipment inspection events
	Reviewers have this category on their dashboard with links to the records below min qty
	☐

	
	
	Sign off on the maintenance event in the main app, check the dashboard, clear the signature and then resign in the web app.
	The dashboard quantity in this category is reduced and this part is no longer in the results.
	☐

	
	
	

	Notes for any additional requirements and tests performed.
☐ Button counts:
☐ Dashboard Categories:
☐ Email notifications:

	Test 4 Completed By (Print Name):

	Signature:    (Signature on file in TLM)                   Date: (See TLM Release Date)



[bookmark: _Toc156053031]7. RESULTS REVIEW SUMMARY
Identify any issues encountered during the installation and verification process and describe the resolution that was implemented to fix the issue. 
If no issues were encountered, the reviewer can simply state that the protocol has passed without error. 
	Test/Step
	Tester Comments
	Reviewer Comments
	Resolution

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	

	The OQ/PQ Qualification for these tests are:

	☐ Accepted without remarks

	☐ Accepted with remarks (see the review summary)

	☐ Not accepted. The software is subject to modifications and reinstalled/updated.

	Verifier Name:
	
	Title:
	

	Verifier Signature:
	

	Date:
	



[bookmark: _Toc153447092][bookmark: _Toc153697010][bookmark: _Toc153698247][bookmark: _Toc156053032][bookmark: _Hlk153698848]8. TEST REPORT
This section summarizes the results of the executed testing protocol VAL-TLM-05TR for the equipment features, which tested and verified the various system settings and operational characteristics for assigning and recording equipment records for Total Lean Management (TLM) QMS Software system in use at Company Name, in order to meet ISO 13485 requirements. 

Testing was initiated on revision 505123, build 31, build date 01-12-2024. Testing was performed during the dates of ___________ and _____________. 

After verifying the requirements adequately addressed company needs, they were approved and released in TLM.  The test protocol was then used in conjunction with the testing videos to test each requirement using a copy of company data for validation.  

The test protocol videos verified the ability of a user with the correct permissions to be able to create equipment records, include attachments, as well as establish links to other TLM modules.

There were no deficiencies found during testing, and all required equipment features and functions were operating correctly and efficiently to fulfill ISO 13485 requirements for managing equipment records.

[bookmark: _Toc153447093][bookmark: _Toc153697011][bookmark: _Toc153698248][bookmark: _Toc156053033]9. Conclusions  
After review of the testing protocol and resulting completed and verified deficiencies, it was determined that the Total Lean Management (TLM) QMS Software system was configured correctly, and all required equipment features and functions were operating correctly and efficiently in order to define, assign, and record equipment data in a controlled manner to fulfill ISO13485 requirements.   

The system may be released under revision 505123, build 31, Build date 01-12-2024 for general use on the TLM QMS database for Company Name. 
If printed, this document is considered uncontrolled after 24 hours from the printed date and time stamp	1/14/2024 4:55 AM
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