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[bookmark: _Toc159648664]1. PURPOSE & SCOPE
1.1	This document describes the requirements in Total Lean Management (TLM) QMS Software for the Rejected Materials module at Company Name and provides validation procedures for converting an existing on-site TLM deployment to the hosted version of TLM to include the TLM Web Application.
[bookmark: _Toc159648665]2. RESPONSIBILITES AND AUTHORITIES
[bookmark: _Hlk153699388]2.1	The assigned Management Rep has overall responsibility for this document.  Any changes to the functions and features shall require this document to be evaluated, and if necessary, updated and the system to be revalidated. 
2.2	Quality Assurance shall ensure all users are trained prior to use of the system.  
2.3	The Management Rep shall ensure the requirements listed in this document adequately meet the business needs for the area of Rejected Materials described in section 5, Requirements.
2.4	The Management Rep is also responsible for coordinating any changes to either user requirements, or planned updates to TLM, so that updated revisions of this document and corresponding test protocols can be obtained and executed as needed.
[bookmark: _Toc159648666]3. TEST PLANNING
3.1	This test assumes that there are employees, job descriptions, and other document related data set up in the system such as documents and links between documents and work centers, as well as document to document links.  
3.2	The test plan is to create new Rejected Materials records and the associated links with parts, documents, capa, etc.
3.3	Also part of the test plan will be to check the dashboard for the correct display of Rejected Materials task assignments to individual users.
[bookmark: _Hlk150851510]3.4	The following requirements have been established as being necessary for the internal documentation of Rejected Materials at Company Name.  The requirements are listed in approximate order as they appear in the corresponding test protocol to facilitate testing and accountability.
[bookmark: _Toc159648667]4. TERMS AND DEFINITIONS
4.1	System – Refers to either/both the TLM Main App and the TLM Web App.
4.2	Dashboard – This is the list of assigned tasks in both applications with links to navigate to where the task is completed.
4.3	Non-Conforming Report (NCR) / Rejected Material / Returned Material Authorization (RMA) – Material or parts that do not meet documented specifications, whether discovered internally or returned from the customer.
[bookmark: _Hlk154146761][bookmark: _Toc159648668]5. REQUIREMENTS 
[bookmark: _Toc159648669]5.1 New Rejected Material Records
Test plan 1:  Initiate new Rejected Materials records in the main app using the three methods described in R1.1 with a user account not logged in as the Management Rep.
R1.1 - 	The system will support creating new Rejected Material records from the following sources that import part information when available:
a) Importing Rejected Material records from imported ERP rejected material records.
b) New records from the Rejected Materials Search screen
c) New records from Inspection records. 

R1.2 - 	The system shall automatically number new records according to system setting configuration that once assigned cannot be changed.
R1.3 - 	The rejected material record will be capable of identifying a single or multiple parts associated with the record, and 
a) provide a link to the Inventory record for that part.
b) Provide a combo list of parts from the Inventory Module
c) Allow the Inventory Search screen to be used as a selection tool.
R1.4 - 	As a minimum, Rejected Materials records shall have fields for:
a) NCR Number
b) NCR Manager
c) Purchase Order Number
d) Initiator and date initiated (Custom fields 142 and 309)
e) Created by and Created on timestamp
f) Location
g) Part(s)  (See R1.3)
h) Serial or Batch Number
i) Initial Failure Type
j) Supplier
k) Department
l) Job Number (custom field 109)
m) Production Stage
n) Description
o) Additional Comments
p) Investigation Notes
q) Root Cause Description
r) CAPA Needed, and reason if not needed.
s) Reportable (to meet compliance obligations)
t) Linked Records 
u) Actions Taken
v) Reject Codes 
w) Disposition Details
x) Approval Signatures

R1.5 - 	Changes to the record will record the user and date of the last change.
R1.6 - 	Changes to the record will not be permitted after the record is signed either as reviewed or approved and closed.
R1.7 - 	The main rejected materials record will support links to the following supporting records:
a) Attachments
b) Vendor
c) Inspection

[bookmark: _Toc159648670]5.2 Reject Code Records
Test plan 2:  After creating a new record in Test 1, add multiple Reject Codes for multiple parts.
R2.1 -  The main app will provide the ability to define multiple reject codes that can be used for trend reporting.  Access to maintain the available reject codes to assign to NCR records shall be accessible from the Reject Code Screen.
R2.2 -  The reject code details will include:
a) the part information, 
b) the date received.
c) qty that applied to a given reject code.
d) field for comments.

R2.3-  The Reject Code record will also have the ability to be linked to a disposition record that determines the action being taken for a given qty/reject code combination.
R2.4 -  Adding part numbers to the list of reject code assignments shall be supported by using the Inventory Search screen to select the part numbers being added.
R2.5 – The list of Rejected Codes will include a means to print a bar code label.




[bookmark: _Toc159648671]5.3 Dispositions  - Material Review Board (Disposition) Records
Test plan 3:  For each Reject Code record, create a corresponding Disposition Record.
R3.1 – The Disposition record will include as a minimum the following fields:
a. Linked Part identification.
b. Linked Reject Code Identification
c. Qty
d. [bookmark: _Toc141072426][bookmark: _Hlk141069589]Disposition (based on Mgt Rep configured option list)
e. Disposition Date (custom field 113)
f. Disposition Comments (custom field 125)
g. Rework/Repair Notes (custom field 123)
h. Justification (custom field 126)
i. Comments (custom field 117)
j. Action Needed (custom field 131)
k. Action plan  Disposition Approvals
l. Action Taken (custom field 138)
m. Final Disposition
n. Links to Attachments
o. Link to Inspection
p. Link to CAPA, (and can add Rejected Material data to new CAPA)
q. Final Approval 

R3.2 – The disposition record will support submitting the proposed disposition to a group of reviewers, after which the status of the review changes to “In Progress.”
R3.3 – The disposition record will support multiple attachments.
R3.4 - 	The rejected material disposition record will not allow a user to sign off if there are still unsigned reviewers.
[bookmark: _Toc159648672]5.4 Search Screen, Dashboard, and Record Retention
Test plan 4:  After creating a new record in Test 1, use the search screen to find it using known search criteria.  Move the record through the workflow and verify dashboard categories.  Delete and recover the record via Retention periods, then print the individua report as well as trending reports.
R4.1 – Rejected material search screen will allow filtering records on the status conditions of:	   Open, Closed , All,  Deleted and Closed/Deleted

R4.2 – Rejected Materials can be found on the dashboard under the categories of:
a) Open RMA/NCRs (38-dashboard category from help files)
b) Dispositions to Implement (64)
c) Dispositions to Approve (65)
d) Dispositions to Submit (66)
e) Rej Materials to Close (67)

R4.3 – Retention Period module allows the recovery of deleted records by the Management rep.
[bookmark: _Toc159648673]
6. TEST PROTOCOL RECORDS

	
Test No.
	User Requirements
	[bookmark: _Toc141072427][bookmark: _Toc159648674]6.1 New Rejected Materials Records

	T1
	R1.1 – R1.7
	Prerequisites:  Connection Manager or manual data entry has populated tbl_productncr_temp with rejected material events from an external ERP database. (R1.1a only.  Disregard if there is no ERP integration)
Summary:  Create a new rejected materials record in the main app and complete the fields on the main details screen
Video link for full test case tutorial: https://vimeo.com/tlmsoftware/val-tlm-06tp-test1?share=copy 
Observed Results after following test case video:

	T1
	
	Input
	Expected Results
	Pass

	
	R1.1
	Open Rejected Materials Search screen, click New
	TLM opens the main data entry screen for this module.
	☐

	
	R1.1a
	Complete the initial data entry and add a reviewer, then submit for review
	TLM allows the data entry and changes the status to “In Progress”
	☐

	
	R1.1a
	Select the ERP record, Select Type, and click Create New Record
	TLM creates the new record and imports ERP part data to it.
	☐

	
	R1.2 – R1.4



R1.5

R1.6
R1.7
	Complete data entry and test custom fields on the main record screen.
	All data fields are accessible and links/buttons to other records work as intended.
	☐

	
	
	Complete data entry and test custom fields on the second tab
	All data fields are accessible and links/buttons to other records work as intended.
	☐

	
	
	Select Record history from the Record Options combo list
	TLM displays created by/on and last update by/on info.
	☐

	
	
	Sign the record to close it
	Data can no longer be entered
	☐

	
	
	Clear the signature and enter linked attachment, Inspection, and Vendor
	TLM allows data entry as well as navigation to linked records.
	

	Notes for any additional requirements and tests performed.
☐ Printing:       ☐ System Settings:     ☐ Custom Fields:       ☐ Custom Fields:

	Test 1 Completed By (Print Name):

	Signature:    (Signature on file in TLM)                   Date: (See TLM Release Date)


[bookmark: _Toc141072436]

	
Test No.
	User Requirements
	[bookmark: _Toc159648675]6.2  Reject Code Records


	T2
	R2.1 – R2.5
	Prerequisites:  Completion of T1
Summary:  After creating a new record in Test 1, add multiple Reject Codes for multiple parts.
Video link for full test case tutorial: https://vimeo.com/tlmsoftware/val-tlm-06tp-test2?share=copy 
Observed Results after following test case video:

	T2
	
	Input
	Expected Results
	Pass

	
	R2.1 – R2.5
	Open the Reject Code screen and under Options, select Edit Reject Codes and add a new code.
	TLM allow you to create a new Rej Code record for the part shown on the main screen, and assigned the newly created reject code to it.
	☐

	
	
	Complete the data entry for the record
	All fields allow and save data entered
	☐

	
	
	Create a new reject code entry by using the inventory search screen
	Clicking the + button on the inventory search screen adds the part selected to a new Reject code record.
	☐

	
	
	Click the Disp button
	TLM creates a disposition record linked to the reject code record.
	☐

	
	
	Click the bar code button 
	TLM opens a report showing the bar code for this record in a REJECTED label format.
	☐

	
	
	
	
	

	Notes for any additional requirements and tests performed.
☐ Dashboard count:
☐ Dashboard navigation:

	Test 2 Completed By (Print Name):

	Signature:    (Signature on file in TLM)                   Date: (See TLM Release Date)





	[bookmark: _Hlk150933020]

Test No.
	User Requirements
	[bookmark: _Toc159648676]6.3 Dispositions  - Material Review Board (Disposition) Records


	T3
	R3.1 – R3.4
	Prerequisites:  Completion of T2
Summary:  For each Reject Code record, create a corresponding Disposition Record.
Video link for full test case tutorial: https://vimeo.com/tlmsoftware/val-tlm-06tp-test3?share=copy 
Observed Results after following test case video:

	T3
	
	Input
	Expected Results
	Pass

	
	R3.1 – R3.4
	Open a Rejected Materials record, open the reject code screen and Click on the Disp button
	A new disposition Record is created
	☐

	
	
	Complete the data entry on the first three tabs, then assign a reviewer and submit for review.
	TLM changes the status to “In Progress”
	☐

	
	
	Check the dashboard of the assigned reviewer under the Non-Conformance category.
	Deviations to Approve is one of the listed categories, and the record being tested in on the list after clicking the dashboard link.
	☐

	
	
	Add an attachment to the Disposition record
	TLM adds the attachment
	☐

	
	
	Attempt to sign off on the Disposition record
	TLM does not allow the signature and warns that there are reviewers who have not approved the disposition.
	☐

	
	
	Make sure all Disposition Reviewers have signed, then complete the Action Plan text field.
	TLM allows the disposition to be signed.
	☐

	
	
	Clear the signature and initiate a new CAPA from the Disposition record.

	TLM creates a new CAPA, carries over rejected Materials information and links the two records together.
	☐

	
	
	

	Notes for any additional requirements and tests performed.
☐ Button counts:
☐ Dashboard Categories:
☐ Email notifications:

	Test 3 Completed By (Print Name):

	Signature:    (Signature on file in TLM)                   Date: (See TLM Release Date)




	

Test No.
	User Requirements
	[bookmark: _Toc159648677]6.4 Search Screen, Dashboard, Record Retention, and Reports


	T4
	R4.1 – R4.4
	Prerequisites:  Completion of T3
Summary:  Use the search screen filters to verify specific records show up in expected search combinations, and records show up in expected dashboard categories.  Delete and recover a record.  Test the Reporting Options.
Video link for full test case tutorial: https://vimeo.com/tlmsoftware/val-tlm-06tp-test4?share=copy 
Observed Results after following test case video:

	T4
	
	Input
	Expected Results
	Pass

	
	R4.1 – R4.4
	Open Rejected Materials Search screen then open a rejected materials record.
	The main rejected material screen opens
	☐

	
	
	Using the data entered on the main rejected material screen,  enter know values in the appropriate search screen filters 
	TLM displays the record(s) with those values.
	☐

	
	
	Create NCR records for each of the dashboard categories listed in R4.2
	TLM displays data for each category that matches existing records for:
a) Non Conforming Material Record
b) Dispositions to Implement
c) Dispositions to Approve
d) Dispositions to Submit 
e) Rej Materials to Close

	☐

	
	
	Delete a NCR record and search for it from retention periods
	Rejected Material record can be found and restored.
	☐

	
	
	For each report that needs validation, open the report, check exiting output, then add a record in the Rejected Material module with data that should appear on the report being tested.
	After the data is entered, and the Rejected Material record is closed/signed.  The report being tested accurately reflects the added changes and quantities.
	☐

	
	
	

	Notes for any additional requirements and tests performed.
☐ Button counts:
☐ Dashboard Categories:
☐ Email notifications:

	Test 4 Completed By (Print Name):

	Signature:    (Signature on file in TLM)                   Date: (See TLM Release Date)



[bookmark: _Toc159648678]7. RESULTS REVIEW SUMMARY
Identify any issues encountered during the installation and verification process and describe the resolution that was implemented to fix the issue. 
If no issues were encountered, the reviewer can simply state that the protocol has passed without error. 
	Test/Step
	Tester Comments
	Reviewer Comments
	Resolution

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	The OQ/PQ Qualification for these tests are:

	☐ Accepted without remarks

	☐ Accepted with remarks (see the review summary)

	☐ Not accepted. The software is subject to modifications and reinstalled/updated.

	Verifier Name:
	
	Title:
	

	Verifier Signature:
	

	Date:
	



[bookmark: _Toc153447092][bookmark: _Toc153697010][bookmark: _Toc153698247][bookmark: _Hlk153698848][bookmark: _Toc159648679]8. TEST REPORT
This section summarizes the results of the executed testing protocol VAL-TLM-06TR for the Rejected Materials module features, which tested and verified the various system settings and operational characteristics for assigning and recording Rejected Material records for Total Lean Management (TLM) QMS Software system in use at Company Name, in order to meet ISO 13485 requirements. 

Testing was initiated on revision 505123, build 31, build date 02-22-2024. Testing was performed during the dates of ___________ and _____________. 

After verifying the requirements adequately addressed company needs, they were approved and released in TLM.  The test protocol was then used in conjunction with the testing videos to test each requirement using a copy of company data for validation.  

The test protocol videos verified the ability of a user with the correct permissions to be able to create Rejected Materials records, include attachments, as well as establish links to other TLM modules and produce accurate reporting.

There were no deficiencies found during testing, and all required Rejected Materials features and functions were operating correctly and efficiently to fulfill ISO 13485 requirements for managing Rejected Materials records.

[bookmark: _Toc153447093][bookmark: _Toc153697011][bookmark: _Toc153698248][bookmark: _Toc159648680]9. Conclusions  
After review of the testing protocol and resulting completed and verified deficiencies, it was determined that the Total Lean Management (TLM) QMS Software system was configured correctly, and all required Rejected Materials features and functions were operating correctly and efficiently in order to define, assign, record and report on Rejected Materials data in a controlled manner to fulfill ISO13485 requirements.   

The system may be released under revision 505123, build 31, Build date 01-17-2024 for general use on the TLM QMS database for Company Name. 
If printed, this document is considered uncontrolled after 24 hours from the printed date and time stamp	2/24/2024 6:28 AM
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